
Salt content in pickled vegetables
by near-infrared spectroscopy
(NIRS)
 

Determination of the salt content in food in a few seconds

Application Note AN-NIR-155

The salt  content is  one of the most important
quality and safety parameters to monitor during
t h e  m a n u f a c t u r i n g  p r o c e s s  o f  p i c k l e d
vegetables.  Salt  content  must  be  controlled
during the production process as well as in the
final product. Compared to conventional lengthy
wet  chemical  methods,  near-infrared  (NIR)
spectroscopy can be used for quickly analyzing
the salt content in pickled foods.
While  sodium  chloride  (NaCl)  has  no  specific

absorption  band(s)  in  the  NIR  region,  the
presence of salt in a sample causes changes in
the  height,  width,  and  posit ion  of  the
absorbance bands of water. For that reason, it is
expected to find information about the changes
in  salt  concentration  in  the  NIR  spectra.  This
Application Note demonstrates  that  NIRS  is  a
good choice for the rapid quantification of salt
content in ready-to-eat foods.
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RESULT

EXPERIMENTAL EQUIPMENT
This application studied 45 samples of pickled
peppers  and  107  samples  of  pickled  olives.
Samples  with different  concentrations of  salt
(sodium chloride) were ground and measured
with an OMNIS NIR Analyzer Solid (Figure 1) in
diffuse reflection mode (1000–2250 nm) using a
small cup OMNIS NIR, 60 mm and small holder
OMNIS  NIR,  60  mm.  To  compensate  for  the
inhomogeneity  of  the  samples,  rotating  and
multipoint measurement was used.

Figure 1. The OMNIS NIR Analyzer Solid.

The NIR  spectra  (Figures  2–3),  along with  the
corresponding reference values,  were used to
create prediction models for quantification of
salt content.
The  quality  of  the  prediction  models  was
evaluating using correlation diagrams (Figures
4–5) which display the relation between the NIR

prediction  and  the  reference  values  of  salt
content using a wet chemical  method.  Out of
the total, 25% of the samples were selected as
the  validation  set  and  the  other  75%  as  a
calibration set.  The respective figures of merit
(FOM)  display  the  expected  precision  during
routine analysis.

Figure 2. NIR spectra of different pickled olives measured on an OMNIS NIR Analyzer Solid.

Figure 3.  NIR spectra of different pickled peppers measured on an OMNIS NIR Analyzer Solid.
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CONCLUSION

RESULT SALT CONTENT IN PICKLED OLIVES
Figure 4.
Correlation diagram and the respective FOMs
for  the  prediction  of  salt  in  picked  olives
measured  in  an  OMNIS  NIR  Analyzer  Solid.
Reference  values  were  measured  using
potentiometric titration according to Metrohm
Application Note AN-T-003.

R2P SEC (%) SECV (%) SEP (%)

0.940 0.26 0.32 0.42

RESULT SALT CONTENT IN PICKLED PEPPERS
Figure 5.
Correlation diagram and the respective FOMs
for  the  prediction  of  salt  in  picked  peppers
measured  in  an  OMNIS  NIR  Analyzer  Solid.
Reference  values  were  measured  using
potentiometric titration according to Metrohm
Application Note AN-T-003.

R2P SEC (%) SECV (%) SEP (%)

0.885 0.59 0.83 0.86

This  Application Note shows the feasibility  of
using NIR spectroscopy for the analysis  of  salt
content  in  ready-to-eat  food  (i.e.,  pickled

vegetables).  By  using NIRS,  this  measurement
can be conducted in seconds without the use of
chemicals.
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CONFIGURATION

OMNIS NIR Analyzer Solid
固形物および粘性のあるサンプル用の近赤外スペク
トロメーター。
スイスの品質規格に基づいて開発および製造された
OMNIS NIR Analyzer は、生産工程全体にわたる日
常的な分析に対応する近赤外分光法(NIRS)ソリュー
ションです。最新技術の適用と、最新の  OMNIS
Software との統合により、この NIR スペクトロメ
ーターは速度、操作性、そして柔軟な活用が可能と
なっています。
OMNIS NIR Analyzer Solid の利点の概要:

固形物および粘性サンプルの測定を 10 秒未満
で実施

-

不均一なサンプルであっても再現性のある結果
が得られる、自動多点測定

-

オートメーションシステムへの容易な統合、ま
たは追加の分析技術 (滴定) との連携

-

多数のサンプル容器に対応-

 OMNIS NIR60 mm
Small holder for small sample vessel OMNIS NIR,
60  mm  (6.07402.210).Permits  unambiguous
positioning  of  the  sample  vessel  and  the
rotation of the sample vessel.
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 OMNIS NIR60 mm
様々なサンプル位置における反射中の粉末および顆
粒のスペクトル記録のための小型サンプル容器。
ガラス底面は高い強度を誇る Gorilla® Glass 製です
。
次の製品と互換性があります:

小型ホルダー OMNIS NIR、60 mm
(6.07402.200)

-

OMNIS 
WindowsTMコンピューター上のOMNISソフトウ
ェアをスタンドアローン操作することが可能になり
ます。

特徴:
ライセンスには、既に1つのOMNISデバイスラ
イセンスが含まれています。

-

メトローム・ライセンシングポータルにて、ア
クティブ化する必要があります。

-

Quant Development 
Software license for the creation and editing of
quantification models in a stand-alone OMNIS
Software installation.
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