
wwww.metrohm.com  / 1 3

802 Stirrer, 220 V EU
2.802.0014

Rod stirrer for 727 Titration Stand. With power supply unit for 220 V, EU plug, with switching ring and speed
controller.

Below, the accessories are grouped into Scope of delivery and Optional accessories.
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Below, the accessories are grouped into Scope of delivery and Optional accessories.
Please keep this printout at hand for ordering replacement material.
These lists may be subject to change.

Scope of delivery 2.802.0014

Order Number Description Quantity

1.802.0010 802 Rod Stirrer for 727 Ti Stand 1 PCS

Rod stirrer with separate 6.2137.000 Speed controller and
6.1909.010 Propeller stirrer.

6.1909.010 Stirring propeller / 87 mm 1 PCS

Propeller stirrer, length from lower edge of SGJ: 96 mm.
For use with beakers with 722, 802 Rod Stirrer

6.1910.000 Control ring 1 PCS

For 6.2137.000 Controller of 722, 803 Rod Stirrer or 727 Ti
Stand if used with other than 6.2021.030 Electrode holder
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6.2117.020 Power supply unit EU 220 V / 9 V DC 1 PCS

Without cable and power plug, with standard cold-devices
input socket (C14). Input: 220–240 V AC. For 622, 649,
722, 728 stirrers, 727 Ti Stand or Spectrosense. Output: 9
V DC / 0.2 A.

6.2137.000 Controller for 722/727 1 PCS

Used with 722 Rod Stirrer or 727 Ti Stand
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