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IC equipment: Inline Ultrafiltration 2 - MiPT
6.05330.210

Accessory set to combine Inline Ultrafiltration 2 and MiPT. For use with the 858 Professional Sample Processor.

Below, the accessories are grouped into Scope of delivery and Optional accessories.
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Below, the accessories are grouped into Scope of delivery and Optional accessories.
Please keep this printout at hand for ordering replacement material.
These lists may be subject to change.

Scope of delivery 6.05330.210

Order Number Description Quantity

6.1805.120 FEP tubing / M6 / 100 cm 1 PCS

With light and kink protection

6.2744.070 Pressure screw short 1 PCS

Short version. With UNF 10/32 connection. 5 pieces. For
the connection of PEEK capillaries

6.2621.030 Hexagon key 4 mm 1 PCS
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6.1608.070 Eluent bottle / 2 L / GL 45 1 PCS

6.1805.530 FEP tubing / M6 / 2 m 1 PCS

With light and kink protection

6.1819.110 FEP aspiration tubing to canister 1 PCS

Aspiration tubing to canister attachment with M6
connector. For the production of eluents.

6.1619.000 Adsorber tube for 807 Dosing Unit 1 PCS
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6.2744.014 Pressure screw 2x 1 PCS

With UNF 10/32 connection. For the connection of PEEK
capillaries

6.1803.020 PTFE capillary 0.97 mm i.d. / 5 m 1 PCS

For all IC instruments

6.1831.160 PEEK capillary, 0.5 mm ID / 70 cm 1 PCS

6.1618.020 Thread adapter S 40 to GL 45 1 PCS

Adapter for bottles with S40 thread (Merck...) to GL45.
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6.1808.280 Adapter 807 Dosing Unit Port 4, M6 inner  1 PCS

Adapter for using Port 4 of the 807 dosing Unit for
connection with an FEP tubing / M6.

6.2744.034 Coupling olive/UNF 10/32, 2x 1 PCS

Connection between pressure screw and pump tubing. 2
pieces. For IC instruments with peristaltic pump.

6.2744.160 Nozzle/UNF 10/32 coupling with security device 2 PCS

Security device for connecting pump tubing to a nozzle.

6.2744.080 M6 thread / UNF 10/32 adapter 1 PCS

With M6 outer thread. For IC instruments.
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6.1602.160 Bottle attachment GL 45 for eluents and reagents 1 PCS

For eluent, reagent, and rinsing bottles, with connectors
for the adsorber tube and the aspiration tubing.

6.1803.040 PTFE capillary 0.5 mm i.d. / 1 m 1 PCS

Capillary for sample handling in IC.

6.1825.290 PEEK sample loop 250 µL 1 PCS

Sample loop for «Metrohm intelligent Partial loop
Technique» (MiPT) and  for PILS (particle into liquid
sampler). With 2 Peek pressure screws.

6.2744.200 Adapter UNF 10/32 outer / M6 inner 1 PCS

Connecting 1/16 in. PEEK capillaries and transfer tubing
(M6)
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6.1624.000 Adapter SGJ 14 for 6.1619.XXX Adsorber tube 1 PCS

Adapter SGJ 14. Part of 6.1619.010 for Dilution Sample
Processor.

6.2057.210 Holder for Dosino to IC instruments 1 PCS

Mounting part for Dosinos at the IC instrument housing.

6.1580.120 807 Dosing Unit 2 mL without accessories 1 PCS

807 Dosing Unit with integrated data chip with 2 mL glass
cylinder and light protection, mountable to a reagent
bottle with ISO/DIN GL 45 glass thread.

6.02057.030 Ultrafiltration cell 2 holder 1 PCS

Holder for mounting the 6.02729.110 ultrafiltration cell 2
on the 858 Professional Sample Processor / 919 IC
Autosampler plus.
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6.02729.110 Ultrafiltration cell 2 1 PCS

For the Inline ultrafiltration of samples together with the
858 Professional Sample Processor / 919 IC Autosampler
plus. As an alternative to the time-consuming manual
filtration with a syringe filter.

6.1803.050 PTFE capillary 0.5 mm i.d. / 20 cm 1 PCS

Capillary for inline dialysis and filtration, for Dialysis Unit, IC
Filtration Sample Processor

6.1826.390 Pump tubing LFL (yellow/yellow), 3 stoppers 1 PCS

For the sample solution in Inline Ultrafiltration.

6.2714.020 Filtration membrane reg. cellulose, 0.2 µm, 50 pieces 1 PCS

Nominal pore size: 0.2 µm. Set of 50 pieces. For inline
filtration.
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6.2744.000 Pressure screw PVDF 1 PCS

With UNF 10/32 connection. For IC instruments, inline
dialysis (connection of PTFE capillaries)

6.1841.000 PEEK transfer capillary 2 mL, 5 m 1 PCS

6.2831.010 Plastic tweezers 1 PCS

For dialysis and filtration membranes

6.1826.380 Pump tubing LFL (gray/gray), 3 stoppers 1 PCS

For Inline Dilution
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6.2841.120 Liquid Handling Station, left 1 PCS

Combined rinsing and dilution station for sample changers
with a Swing Head. To be assembled to the left of the
tower.
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