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納品範囲 2.757.0110

Order Number 説明 数量

6.1817.000 Filling tube for MME 1 PCS

6.2615.030 Electrode stand for MME 1 PCS

6.1204.090 Stirrer tip 1 PCS
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6.1226.030 Mercury drop capillary (non-silanized) for MME 1 PCS

6.1244.020 Driving belt 1 PCS

6.1245.010 プラスチック製内部液容器 1 PCS

ダブルジャンクション参照電極のためのセラミックダイ
アフラム付きプラスチック製内部液容器。

6.1247.020 Needles for MME 1 PCS
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6.1415.210 Titration vessel / 10-90 mL 1 PCS

6.1446.040 Threaded stopper / M6 7 PCS

6.1801.080 Tubing for nitrogen connection 1 PCS

6.1808.000 Connection bushing M6 4 PCS
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6.1824.000 Four-way micro dosing tip 1 PCS

6.2308.020 Electrolyte 3 mol/L KCl (250 mL) 1 PCS

6.2406.000 Mercury drop catcher 1 PCS

6.2703.000 Stand ring for titration vessels 1 PCS
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6.2709.080 Stopper for pipetting opening 1 PCS

6.2711.030 MMEの充填のためのトレイ 1 PCS

884 Professional VA、797 VA Computrace、757 VA
Computrace、および647、663、694、747 VA Stands
用

6.2711.040 Drip pan for VA Computrace 1 PCS

6.2730.030 Stopper 1 PCS
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6.2739.000 Wrench 1 PCS

6.2816.020 Syringe 10 mL with Luer connection 1 PCS

6.2816.030 Needle with Luer connector 1 PCS
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オプションアクセサリー

2.772.0110 
772 Pump Unit

2.823.0010 
823 Membrane Pump Unit

6.0728.000 
電解液無しの Ag/AgCl 参照電
極

ガラス製電解液容器 6.1245.000 を伴う使用のための内部参照シス
テム、電解液なし、端子ねじ付き。
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6.1204.130 
Silver Electrode Tip

6.1204.140 
Gold Electrode Tip

6.1204.150 
Lateral Gold Electrode Tip

6.1204.170 
3 mm platinum electrode 
tip for CVS
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6.1204.180 
Ultra Trace electrode tip

6.1204.210 
Driving axle for rotating 
disk electrode (RDE)

6.1204.220 
Driving axle for rotating 
disk electrode (RDE) with 
mercury contact
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6.1241.020 
電極ホルダ

VA 対極用の電極ホルダ、端子ねじ付き。Glassy Carbon ピン
(6.1247.000) もしくは白金ピン (6.1247.010) を伴う使用向け。

6.1245.000 
ガラス製内部液容器

ダブルジャンクション参照電極のためのグランドジョイントダイア
フラム (すり合わせ) 付きガラス製内部駅容器。

6.1247.000 
GCピン

電圧電流法AE用の電極ホルダ6.1241.020もしくは6.1241.120のた
め。

6.1415.150 
Titration vessel / 5-70 mL
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6.1415.220 
Titration vessel / 20-90 mL

6.1415.250 
Titration vessel / 50-150 mL

6.1415.310 
Titration vessel / 70-200 mL

6.1418.150 
Titration vessel with 
thermostat jacket / 5-70 mL



wwww.metrohm.com  / 13 14

6.1418.220 
Titration vessel with 
thermostat jacket / 20-90 
mL

6.1418.250 
Titration vessel with 
thermostat jacket / 50-150 
mL

6.1450.210 
PFA titration vessel / 10 to 
90 mL
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6.1456.210 
Measuring vessel / 10-90 
mL

6.2709.040 
Stopper for MME opening 
on VA Stand

6.2709.050 
Stopper for stirrer opening 
on VA Stand
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