£ Metrohm

OMNIS Waste Collector Unit

2.1056.0930

The OMNIS Waste Collector Unit is used to collect the liquid streams entering the waste. The collector's
transparent housing allows for visual flow verification of up to 4 liquid streams. If more than 4 channels are fed
into the drainage system, then an additional waste collector can be installed on the reagent organizer.

Specifications:
- Number of channels: 4
- Transparent design for visual flow verification
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Pham vi giao hang 2.1056.0930

Order Number Description Quantity

6.02765.000 Waste collector, 4 x UNF 10/32 1PCS
Waste collector for up to four waste capillaries.

6.01808.010 Y tubing connector, PP, 3 x 7-8 mm 1PCS
Connector for drain tubing.

6.01816.000 Drain tube, 7/9 mm, 1 m 1PCS

Silicone drain tube
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Phu kién tuy chon

6.01816.000
Drain tube, 7/9 mm, 1 m

Silicone drain tube

6.02765.000
Waste collector, 4 x UNF 10
/32

Waste collector for up to four waste capillaries.

6.05801.280
Drain kit, S

Drain kit to replace the drain tubing and connections in the

OMNISICS.

Prerequisites:

2.1050.00x0 OMNIS ICS

wwww.metrohm.com

3/4



£ Metrohm

6.01808.010
Y tubing connector, PP, 3 x 7-
8 mm

Connector for drain tubing.
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