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IC equipment: MiPT, 889 Basic
6.05330.230

Accessory set for assembling a Dosino for Partial-Loop-Injection in combination with the 889 Basic (28890030 &
28890040)
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Phụ kiện tùy chọn

2.889.0010 
889 IC Sample Center

The 889 IC Sample Center is a robust Autosampler for high
sample throughput, optimized for the challenges of the modern
analytic laboratory. It works in accordance with the x-y-z principle
and a syringe control with high resolution for precise sample
injection. A double needle system enables the penetration of
vessel caps and septa. A PEEK injection valve completes the
automation system of the 889 IC Sample Center. It is the
appropriate automation solution when you have only a very small
amount of sample.

2.889.0020 
889 IC Sample Center – cool

The 889 IC Sample Center – cool is the appropriate automation
solution when you have only a very small amount of sample. In
comparison with the 889 IC Sample Center, it possesses in
addition a cooling function and is thus the ideal sample changer
for biochemically relevant or thermally unstable samples.

2.889.0030 
889 IC Sample Center Basic

The 889 IC Sample Center Basic – is a robust Autosampler for high
sample throughput, optimized for the challenges of the modern
analytic laboratory. It uses the x-y-z principle. A double needle
system enables the penetration of vessel caps and septa.
The sample transfer takes place either with a peristaltic pump in
the IC system or with an 800 Dosino, e.g. when applying the
intelligent Partial Loop Injection Technique.
Supported with MagIC Net 4.1 and higher.
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2.889.0040 
889 IC Sample Center Basic - 
cool

The 889 IC Sample Center Basic – cool is the appropriate
automation solution when you have only a very small amount of
sample. In comparison with the 889 IC Sample Center Basic, it
possesses in addition a cooling function and is thus the ideal
sample changer for biochemically relevant or thermally unstable
samples.
The sample transfer takes place either with a peristaltic pump in
the IC system or with an 800 Dosino, e.g. when applying the
intelligent Partial Loop Injection Technique.
Supported with MagIC Net 4.1 and higher.
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