£ Metrohm

Upgrade Pick&Place module WSM

6.05800.540

This set contains all of the components required to extend an OMNIS Workstation Module (1T/0P) or (1T/2P) to
include a second workstation. Sample throughput can be doubled as a result of the extension.
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Pham vi giao hang 6.05800.540

Order Number Description Quantity
6.02700.000 Safety shield for Pick&Place module 1PCS

Safety shield for Pick&Place modules

6.02705.000 Tubing and cable guide 1PCS

For organizing tubing and cables between Pick&Place
module and titrator
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Phu kién tuy chon

2.1006.0010
OMNIS Rod Stirrer Sample
Robot

Rod stirrer with permanently mounted cable (2.5 m) for direct
connection to the OMNIS Sample Robot.

6.01403.000
Titration head 6xNS14 /
3xNS9 (P&P)
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Titration head with 6 NS14 and 3 NS 9 openings for use in
Pick&Place modules of the OMNIS Sample Robot Pick&Place

6.01403.010
Titration head 4xM10 (P&P)

Titration head with 4 M10 openings for use in Pick&Place
modules of the OMNIS Sample Robot Pick&Place
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6.01403.020
Titration head 4xM10 for KFT
(P&P)

NET R
S

Titration head with 4 M10 openings for Karl Fischer titration in
Pick&Place modules of the OMNIS Sample Robot Pick&Place with
4 M10 screw nipples and stoppers.

6.01403.030
Titration head 3xNS14 / 4x6.4
mm (P&P)

Titration head with 3 NS14 and 4x 6.4 mm openings for using
120 mL beakers in Pick&Place modules of the OMNIS Sample
Robot Pick&Place with two retracted dosing tips. Prepared for
being equipped with rinsing and aspiration tubing.

6.01403.040
Titration head 2xNS14 (P&P)

)

=
.

Al

I

Titration head with 2 NS14 openings for use in Pick&Place
modules of the OMNIS Sample Robot Pick&Place with 3 retracted
dosing tips. Prepared for being equipped with rinsing nozzles.
One aspiration tube is already retracted into the titration head.
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6.01403.050
Titration head for KFT with
reinforced tips (P&P)
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Titration head for Karl Fischer titration in Pick&Place modules of
the OMNIS Sample Robot Pick&Place. In addition to 2 reinforced
antidiffusion tips, the titration head offers an opening for using
an homogenizer (Polytron 1300D) or rod stirrer.

6.01403.060

Titration head 3xNS14 / 4x6.4
mm for 200 mL disposable
beaker (P&P)
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Titration head with 3 NS14 and 4x 6.4 mm openings for using
200 mL PP disposable beakers (6.1459.310) or 150 mL beaker
glasses (high shape, without spout) in Pick&Place modules of the
OMNIS Sample Robot Pick&Place with two retracted dosing tips.
Prepared for being equipped with rinsing and aspiration tubing.

6.01404.020
Beaker adapter for 200 mL
sample beaker

Beaker adapter for centering the 200 mL sample beaker in the
slide of the Pick&Place modules.
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6.01404.030
Beaker adapter for OMNIS
120 mL sample beaker

Beaker adapter for centering the 120 mL sample beaker in the
slide of the Pick&Place modules

6.01404.040
Beaker adapter for OMNIS 75
mL sample beaker

Beaker adapter for centering the 75 mL sample beaker in the slide
of the Pick&Place modules

6.01404.050
Beaker adapter for 150 mL
sample beaker

Beaker adapter for centering the 150 mL sample beaker in the
slide of the Pick&Place modules.
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